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HV High Power EFT/Burst 
Coupling/Decoupling Network 
EFTN 38200TM 
 IEC/EN 61000-4-4 

 GB/T 17626.4 > Max. EUT voltage AC 380 V 
> Max. EUT current 220 V 
> Built-in thermometer 
> Compliant with IEC/EN 61000-4-4 
> Compact and lightweight design, ideal for on-site testing 
> Compatible with EMC test equipment from all major manufacturers 

     Features  

Application Areas  

The EFTN 38200TM HV High Power EFT/Burst Coupling/Decoupling Network is a 
manual three-phase coupling/decoupling network compliant with IEC 61000-4-4. 
Featuring reliable operation, stable performance, and easy handling, it supports 
EUT loads up to AC 380 V, 200 A.  

     Introduction  
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SUZHOU 3CTEST ELECTRONIC CO., LTD. 
 
Address: No. 99 E'meishan Road, SND, Suzhou, Jiangsu Province, China  
E-mail:    globalsales@3ctest.cn     
Service:  service@3ctest.cn  
Tel:         +86 - 512 - 68077192     
Web:       www.3ctest.com 

Voltage  
Max. 4.2 kV 
Note: The actual pulse voltage output of the CDN 
depends on the pulse generator setting. 

Coupling Path Any coupling combination of L1, L2, L3, N, and PE 
Coupling Switching Mode Manual Switching 
Coupling Capacitor 33 nF 
Coupling Attenuation < 2 dB 
Residual Pulse Voltage at 
EUT Injection Port ≤ 10% of the applied test pulse voltage 

EUT Load Capacity Three-phase five-wire, Max. AC 380 V, 200 A 
EUT Power Voltage 
Injection Banana plug cable 

EUT Injection Method Coaxial cable 
Grounding Connection Flat grounding wire 

 

Technical 
Parameters 

3CTEST is always striving for product innovation and quality improvement. Product appearance 
and technical specifications are subject to change without further notice. 

 

Standard Accessories 
Test Cable, Grounding Wire, Coaxial Cable, User Manual 

 

Weight Approx. 30 kg 

Ambient Temperature 15 ℃ ~ 35 ℃ 

Relative Humidity 35% ~ 85% RH (no condensation) 
Atmospheric Pressure 75 kPa ~ 106 kPa 

General 
Parameters 


